GREIF BROS. CORPORATION 

DOT REQUIRED NOTIFICATION STATEMENT

The recent general revisions of the DOT’s Hazardous Materials Regulations (HM-181) requires that manufacturers of the packaging for hazardous material notify their customers in writing of: 

1) Any packaging specification requirements that are not met when the empty packages are shipped, and

2) Information on closures needed to satisfy the performance test requirements.

The following NOTIFICATION STATEMENT is intended to comply with the regulatory requirement.

UN SonoBulk IBS’s

· TOP OPENINGS in UN SonoBulk IBS’s MUST BE FITTED WITH 6” Covers and gaskets supplied by Greif Bros. Corporation.  (GREIF #FBT06 or FBC06) MUST BE TIGHTENED  to a torque level of 45 lb-ft. BUNGS IN THE COVER MUST BE TIGHTENED to a torque of 30 lb-ft for 2” NPT bungs (MACC 02NP00P1N2, 02NCRE3N2 or equivalent) and 9 lb-ft for ¾” bungs (NACC 03NP00P1N3 or equivalent), if installed.

TIGHTHEAD PLASTIC DRUMS

· Openings in Tighthead plastic drums MUST BE FITTED WITH BUNGS bearing National Pipe Thread (NPS) and/or American Buttress (BTR) threads [Rieke ## PPA55-2 (2” NPS), PPS 53-b-5 (2” BTR), or PPA 11 (3/4” NPS), or equivalent.]

· BUNGS MUST BE FITTED WITH GASTECTS appropriate to the bung size and design [Rieke ## G93 (2”EPT) and g91 (3/4” EPT) or equivalent.]

· BUNGS MUST BE PLACED INTO THE APPROPRIATE OPENINGS AND TIGHTENED to a torque level of 25 lb-ft for 2” tamperproof bungs, 20 lb-ft for other 2” bungs, and 9 lb-ft for all ¾” bungs.

OPENHEAD PLASTIC DRUMS

· COVERS supplied with the drums MUST BE ATTACHED TO THE DRUMS WITH LEVER-ACTION OR BOLT-RING LOCKING BANDS, as supplied with the drums. 

· WITH BUNGS bearing NPS threads [Rieke # PPA 51(2” NPS) or equivalent], WHICH MUST BE TIGHTENED to a torque level of 15 lb-ft.

· Gaskets are not required on closures intended for use on drums for the packaging of dry products.

To include Questar Part #’s as follows:

EDD214F, EDD220FX, EDD230F, EDD230T, EDD230TN, EDD256T, EDD256TN, EDD255FE

